
 
 
 
 
 
 
 

Studs, traditionally, are 2x4 pieces of lumber used for framing basic 
buildings in residential construction.  They are considered one of the most 
basic and simple building materials.  A stud has nominal dimensions of 2’’ 
to 4’’ thickness and 2’’ to 4’’ widths.  Studs are separated into three 
different categories: construction, standard, and utility. 
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  SPF & ESLP 

      Sizes:  2x4, 2x6 
              Lengths:  84”, 92-5/8”, 94-1/8”, 96”,  

    104-5/8”, 116-5/8”, 120” 
       Grades:  Stud, Premium, #1, #2 
       Key Mills:  Stimson, Merritt, Sinclar Apollo,  
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    Riverside,Irving, Boise,  
    La Crete 
 
 Finger-Joint SPF 
      Sizes:  2x4, 2x6 
       Lengths:  92-5/8”, 96”, 104-5/8”, 116-5/8” 
       Grade:  Premium 
       Brand:  Parallel 55, Sinclar 

 
  Hem Fir
       Size:  2x4 
        Lengths:  92-5/8”, 104-5/8”, 120” 
   
  Douglas Fir 
       Sizes:  2x4, 2x6 
        Lengths:  92-5/8”, 96”, 104-5/8” 
        Seasoning:  Kiln Dried 
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Did You Know? 
Studs are recognized as the world’s largest single lumber product commodity. 

 
  


